
PS

 
Features/ Compact Two-way Passive System , 
Multi-angle birch plywood enclosure , 
User rotatable 100°- 50° x 55° horn , 
High power output Flexible mounting options 
Applications/ Club sound reinforcement ,
Unobtrusive stage monitoring , Fill-in system 
for main PA , AV presentations

PS15 PS15B

LS1200
LS500

PS10TD PS15TD

Technical Specifications  PS10  PS15  PS15B LS500  LS1200

Frequency Range
Power Handling/Impedence

LF
MF
HF

Sensitivity*
Dispersion

Dimensions,H/W/D 
Net Weight

100Hz-16KHz -3dB
200 w / 6 ohms
10” cone driver
------
1” exit compression driver
95dB

0 0100-50 H x 55 V -6dB points
515 x 316 x 277
15Kg (33 Ibs)

60Hz-16KHz -3dB
500 w / 6 ohms
15” cone driver
------
1.4” exit compression driver
102dB

0 0100-50 H x 55 V -6dB points
675 x 434 x 368        
29Kg (63.8 Ibs)

60Hz-150Hz -3dB
600 w / 6 ohms
15” cone driver
------
------
99dB
Omni-directional
675 x 434 x 457
30Kg (66 Ibs)

40Hz-150Hz -3dB
600 w / 6 ohms
15” cone driver
------
------
99dB
Omni-directional
689 x 430 x 528
33Kg (72.6 Ibs)

30Hz-120Hz -3dB
1kw / 6 ohms
18” cone driver
------
------
99dB
Omni-directional
791 x 515 x 597        
45Kg (99 Ibs)
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